/ 24
E+n x 10" E+3 x 1000
/ kg/

1 9.0E+2 899.0
2 2.0E+2 202.3
3 2.5E+2 247.6
4 6.6E+2 664.9
5 15E+2 1483
6 1.7E+2 166.4
7 4.6E+2 461.6
8 6.0E+2 598.9
9 3.5E+2 354.4
10 3.3E+2 330.1
11 1.2E+3 1,158.9
12 9.7E+2 965.6
13 2.4E+3 2,350.2
14 1.3E+3 1,338.0
15 4.3E+2 4329
16 2.1E+2 212.0
17 1.9E+2 194.9
18 15E+2 1454
19 15E+2 1453
20 3.3E+2 331.8
21 34E+2 337.0
22 6.5E+2 646.9
23 1.4E+3 1,356.8
24 3.0E+2 300.1
25 2.4E+2 243.9
26 3.5E+2 345.9
27 1.2E+3 1,172.4
28 7.6E+2 762.2
29 1.8E+2 177.7
30 1.7E+2 1655
31 7.7E+1 770
32 1.1E+2 113.8
33 2.8E+2 282.1
34 4.1E+2 4131
35 2.2E+2 222.1
36 1.1E+2 110.7
37 15E+2 146.0
38 2.1E+2 205.1
39 9.9E+1 98.5
40 7.8E+2 7777
41 1.4E+2 137.2
42 1.8E+2 180.2
43 2.7E+2 269.4
44 1.8E+2 181.7
45 1.9E+2 185.3
46 2.7E+2 266.3
47 2.7E+2 2747

2.1E+4 20,798.2




