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/ 24
E+n x 10" E+3 x 1000
/ ko/

1 6.1E+2 4.0E+2 1,004.0
2 1.8E+2 1.1E+2 285.9
3 1.9E+2 1.1E+2 306.8
4 3.3E+2 2.0E+2 534.1
5 1.6E+2 9.9E+1 263.7
6 2.4E+2 1.7E+2 404.9
7 4.6E+2 3.0E+2 755.0
8 5.2E+2 2.8E+4 28,757.0
9 5.9E+2 3.9E+2 983.4
10 5.2E+2 2.7E+2 790.3
11 1.7E+3 1.2E+3 2,853.0
12 8.7E+2 4.8E+2 1,352.8
13 3.9E+3 2.5E+3 6,369.7
14 1.5E+3 1.7E+3 3,172.3
15 5.4E+2 2.8E+2 820.0
16 1.8E+2 34E+2 524.0
17 41E+2 2.5E+2 652.7
18 3.1E+2 6.6E+2 973.3
19 3.3E+2 1.8E+2 5124
20 8.4E+2 74E+2 1,584.8
21 4.2E+2 8.4E+2 1,257.7
22 7.8E+2 4.2E+2 1,201.6
23 1.7E+3 1.1E+3 2,712.0
24 3.1E+2 1.1E+2 423.3
25 3.1E+2 1.7E+2 474.6
26 1.3E+3 7.0E+2 2,046.7
27 2.2E+3 1.3E+3 3,520.8
28 9.9E+2 5.6E+2 1,550.2
29 2.5E+2 1.1E+2 355.9
30 2.5E+2 9.5E+1 346.5
31 7.2E+1 42E+1 1135
32 1.0E+2 49E+1 150.9
33 34E+2 1.5E+2 494.5
34 4.8E+2 2.5E+2 7234
35 2.0E+2 1.0E+2 3014
36 1.3E+2 5.3E+1 184.3
37 1.8E+2 7.7E+1 254.4
38 2.2E+2 1.1E+2 330.6
39 9.3E+1 5.8E+1 150.9
40 7.0E+2 4.3E+2 1,1254
41 1.2E+2 7.1E+1 1935
42 1.8E+2 1.2E+2 297.0
43 2.2E+2 2.3E+3 2,557.7
44 1.7E+2 8.3E+1 255.0
45 1.5E+2 1.1E+2 260.1
46 2.6E+2 1.6E+2 421.2
a7 2.0E+2 8.9E+1 284.4

2.7E+4 4.8E+4 74,887.8




