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/ 24
E+n x 10" E+3 x 1000
/ ko/

1 1.1E+4 6.4E+1 11E-3 11,408.9
2 4.7E+3 3.0E+1 47359
3 1.6E+3 54E+1 1,614.8
4 2.0E+3 9.7E+1 21115
5 3.6E+3 3.7E+1 3,598.0
6 5.7E+3 3.9E+1 5,705.6
7 2.2E+2 7.4E+1 293.6
8 2.0E+3 1.5E+2 2,196.6
9 2.1E+3 7.7E+1 4.2E-3 2,219.0
10 9.7E+2 1.0E+2 1,070.8
11 2.3E+3 2.5E+2 2,600.0
12 2.9E+3 2.0E+2 3,105.5
13 34E+2 5.6E+2 892.9
14 2.8E+2 2.6E+2 545.5
15 1.8E+2 1.1E+2 286.5
16 9.0E+2 3.7E+1 940.5
17 2.3E+3 5.0E+1 2,388.8
18 2.1E+3 41E+1 2,160.4
19 3.2E+3 3.7E+1 3,239.7
20 2.3E+3 1.2E+2 2,396.5
21 3.0E+2 1.1E+2 407.3
22 1.8E+3 2.4E+2 2,032.0
23 2.8E+3 3.0E+2 3,126.4
24 1.2E+3 1.4E+2 1,297.7
25 9.7E+2 49E+1 1,022.3
26 6.0E+2 8.8E+1 684.4
27 1.3E+3 2.9E+2 1,604.0
28 2.8E+3 1.6E+2 3,000.3
29 8.1E+2 6.1E+1 8719
30 2.2E+3 9.1E+1 2,294.2
31 1.2E+3 2.3E+1 1,173.9
32 9.1E+2 3.2E+1 939.8
33 2.2E+3 8.1E+1 2,310.0
34 2.6E+3 1.1E+2 2,667.2
35 9.8E+2 8.8E+1 1,065.4
36 3.6E+2 5.8E+1 419.6
37 45E+2 45E+1 497.1
38 47E+2 8.3E+1 551.3
39 1.2E+3 41E+1 1,240.2
40 34E+3 2.2E+2 3,643.0
41 3.2E+3 6.4E+1 3,221.7
42 2.1E+3 7.5E+1 2,199.1
43 6.0E+3 1.0E+2 6,102.1
44 7.2E+2 5.8E+1 780.3
45 2.7E+3 1.0E+2 2,834.6
46 4.0E+3 1.9E+2 4,193.0
a7 45E+2 7.8E+1 530.9

9.9E+4 5.4E+3 5.3E-3 104,220.7




