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24
E+n x 10" E+3 x 1000
kg/

1 8.2E+3 3.1E+3 11E-1 1.7E-1 2.3E+0 11,345.1
2 3.3E+3 14E+3 1.9E+0 6.4E+0 2.2E+1 19E-1 4,705.7
3 11E+3 49E+2 3.3E-3 9.3E-3 14E-1 1,560.9
4 1.5E+3 5.6E+2 5.0E-3 5.0E-3 9.0E-2 2,014.9
5 3.1E+3 4 5E+2 3,561.1
6 4.8E+3 8.0E+2 1.8E+0 14E+1 14E+1 5,666.8
7 17E+2 46E+1 2195
8 1.5E+3 5.0E+2 1.6E-2 2.6E-1 9.3E+0 2,045.0
9 1.7E+3 4.0E+2 2.3E-2 2.2E-1 4.1E+0 2,1419
10 3.3E+2 6.3E+2 18E-1 6.1E-1 1.0E+1 970.1
11 1.2E+3 4.0E+1 1.1E+3 6.6E-4 3.0E-2 5.2E-1 2,348.6
12 2.1E+3 7.7E+2 7.1E-3 2.9E-1 6.7E+0 2907.7
13 4.2E+0 1.5E+2 16E-1 3.5E-1 1.8E+2 2.5E+0 335.9
14 7.0E+1 1.9E+2 2.1E-2 47E-1 2.0E+1 281.6
15 1.5E+2 2.7E+1 1755
16 7.9E+2 11E+2 2.3E-2 1.2E-1 7.5E-1 903.9
17 1.9E+3 4.0E+2 1.2E-2 1.7E-1 1.5E+0 2,339.2
18 14E+3 7.5E+2 3.2E-2 1.0E-1 1.9E+0 2,119.1
19 2.4E+3 8.1E+2 1.7E+0 3.9E+0 14E+1 3,202.9
20 1.9E+3 4.2E+2 2,279.6
21 1.7E+2 1.3E+2 296.5
22 1.0E+3 7.5E+2 2.0E-5 55E-3 44E-2 1,794.6
23 1.0E+3 1.7E+3 3.1E+0 2.0E+0 2.6E+1 25E+1 2,8255
24 8.4E+2 2.9E+2 8.4E+0 2.2E+0 19E+1 3.1E-1 1,161.0
25 6.5E+2 3.3E+2 24E-2 1.7E-1 2.3E+0 973.7
26 4.4E+2 1.6E+2 29E-3 2.3E-2 3.2E-1 596.4
27 8.2E+2 4.2E+2 24E+0 55E-2 5.8E+1 6.1E+0 1,310.8
28 2.2E+3 5.4E+2 3.6E+1 2.1E+0 8.2E+1 3.4E+0 2,841.9
29 5.4E+2 2.7E+2 79E-4 8.1E-3 4.1E-2 811.1
30 9.2E+2 1.3E+3 2,203.5
31 9.1E+2 2.0E+1 1.9E+2 5.9E+0 4.5E+0 2.0E+1 1,151.0
32 8.5E+2 6.2E+1 907.5
33 1.9E+3 3.0E+2 8.6E+0 1.6E+0 2.0E+1 6.8E-1 2,229.0
34 2.2E+3 3.7E+2 2.8E-2 18E-1 2.7E+0 2,556.2
35 7.7E+2 17E+2 7.3E+0 1.1E+0 2.2E+1 9775
36 2.1E+2 1.5E+2 6.0E-4 2.1E-3 47E-2 362.1
37 3.6E+2 9.4E+1 451.9
38 2.7E+2 1.9E+2 4.1E-3 3.2E-2 7.1E-1 468.8
39 8.5E+2 3.5E+2 1,199.5
40 1.7E+3 1.6E+3 7.3E+0 1.0E+0 5.2E+1 7.3E+0 3,424.2
41 1.9E+3 1.3E+3 3,158.1
42 14E+3 7.2E+2 2,123.8
43 3.9E+3 2.1E+3 3.4E+0 9.2E+0 1.7E+1 6,000.2
44 5.0E+2 2.2E+2 7222
45 1.5E+3 1.3E+3 2,129.7
46 1.9E+3 2.1E+3 1.1E-2 2.6E-2 41E-1 4,004.0
47 1.9E+1 4.3E+2 4.1E-5 5.0E-3 2.0E-1 452.7

6.7E+4 6.0E+1 3.1E+4 8.6E+1 4.7E+1 5.4E+2 1.2E+2 98,857.5




