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/ 24
E+n x 10" E+3 x 1000
/ ko/

1 2.8E+2 1.2E+1 287.1
2 55E+1 1.9E+2 242.3
3 6.2E+1 46E+1 107.9
4 1.2E+2 1.1E+1 134.3
5 5.1E+1 6.5E+0 574
6 7.3E+1 3.7E+1 109.8
7 1.5E+2 3.9E+2 540.7
8 2.2E+2 8.7E+1 310.2
9 1.6E+2 2.1E+1 176.6
10 1.7E+2 34E+1 203.1
11 7.3E+2 1.4E+2 865.4
12 3.6E+2 6.2E+1 421.2
13 2.3E+3 4.7E+0 2,334.9
14 5.1E+2 8.2E+0 517.7
15 1.6E+2 1.6E+2 317.7
16 1.4E+2 41E+1 176.6
17 94E+1 2.9E+2 387.2
18 9.5E+1 5.6E+1 150.2
19 6.7E+1 5.7E+1 1232
20 1.7E+2 6.6E+0 179.1
21 1.9E+2 1.9E+2 383.6
22 3.5E+2 3.7E+1 382.0
23 6.3E+2 8.6E+1 712.6
24 1.6E+2 7.3E+1 228.3
25 1.2E+2 6.1E+0 1221
26 3.0E+2 1.3E+2 432.6
27 1.4E+3 2.8E+2 1,669.9
28 4.3E+2 42E+1 472.4
29 1.2E+2 1.4E+2 264.9
30 1.0E+2 1.8E+2 281.1
31 2.6E+1 1.7E+2 195.0
32 3.5E+1 3.2E+2 3535
33 1.6E+2 1.3E+2 2934
34 2.0E+2 2.7E+2 467.1
35 9.9E+1 6.7E+1 165.6
36 6.2E+1 8.5E+0 70.2
37 8.1E+1 1.7E+1 98.0
38 9.0E+1 4,0E+0 93.8
39 3.6E+1 2.0E+1 55.6
40 3.1E+2 1.1E+2 4132
41 5.2E+1 5.6E+1 107.9
42 54E+1 2.3E+2 280.9
43 8.7E+1 4.0E+2 489.0
44 6.1E+1 6.5E+1 125.6
45 5.6E+1 1.7E+2 2244
46 75E+1 29E+2 361.2
a7 79E+1 45E+1 1244

1.1E+4 5.2E+3 16,511.0




