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24
E+n x 10" E+3 x 1000
kg/

1 44E+4 44,463.6
2 1.6E+3 15720
3 2.5E+3 2513.8
4 2.4E+2 5.9E+2 827.1
5 6.9E+2 690.0
6 7.9E+1 79.1
7 34E+2 3.3E+2 678.0
8 2.1E+3 1.8E+3 3,873.3
9 1.3E+3 6.7E+2 1,995.6
10 5.9E+3 5.0E+2 6,418.5
11 2.3E+2 4.2E+2 647.7
12 1.8E+3 2.0E+3 3,784.2
13
14 5.3E+1 1.3E+3 1,308.3
15 2.1E+2 1.7E+2 378.6
16 6.2E+2 615.8
17 2.6E+1 4.2E+2 4449
18 1.6E+2 1.7E+2 330.3
19 1.7E+2 167.4
20 8.4E+1 5.9E+2 669.6
21 1.7E+2 167.4
22 5.3E+1 8.4E+2 889.8
23 1.2E+3 1.3E+3 24411
24 4.2E+2 418.5
25 8.4E+1 83.7
26 4.2E+2 418.5
27 7.5E+2 753.3
28 2.4E+2 1.2E+3 1,413.0
29 5.0E+2 502.2
30
31 2.6E+1 26.4
32
33 2.6E+1 8.4E+1 110.1
34 1.1E+2 1.1E+3 1,193.6
35 1.7E+2 167.4
36 2.6E+1 8.4E+1 110.1
37 8.4E+1 83.7
38 5.3E+1 8.4E+1 136.5
39
40 2.6E+1 25E+2 2775
41 1.7E+2 167.4
42 3.0E+2 1.7E+2 466.5
43 1.3E+3 8.4E+1 1,385.8
44 2.5E+2 245.6
45 5.2E+3 8.4E+1 5,273.5
46 3.9E+3 8.4E+1 3,972.4
47

7.5E+4 1.7E+4 92,161.8




