95

24
E+n x 10" E+3 x 1000
kg/

1 33E+3| 8.2E+4 8.3E+1 85,755.0
2 9.5E+2|  75E+2 8.8E+0 1,703.0
3 18E+2| 5.1E+2 7.9E+0 699.5
4 5A4E+1|  13E+2 2.1E+1 206.0
5 33E+1|  7.4E+1 4.6E+0 112.0
6 3.8E+1 1.9E+2 9.5E-1 2325
7 36E+1|  1.2E+2 2.9E+0 154.5
8 19E+2|  4.4E+3 45E+1 4584.5
9 2.8E+2|  2.1E+2 7.7E+1 571.5
10 40E+2| 2.1E+3 7.6E+1 2,609.5
11 6.7E+1|  75E+2 7.7E+1 891.0
12 5.9E+2|  35E+3 3.2E+2 4,424.5
13 1.3E+2 126.5
14 75E+1|  37E+2 7.9E+1 528.0
15 18E+2| 4.2E+1 4.6E+1 264.0
16 1.1E+3|  16E+3 3.8E+2 3,0385
17 27E+3|  84E+2 8.4E+2 43325
18 ATE+2|  54E+2 9.9E+1 1,1055
19 45E+2|  1.8E+2 5.6E+0 639.0
20 37E+1|  1.3E+2 1.6E+0 169.5
21 48E+1 475
22 2.3E+1 22.5
23 18E+2|  26E+3 8.6E+1 2,8235
24 5.6E+2|  2.0E+2 1.7E+2 933.0
25 5AE+1|  12E+2 45E+1 2145
26 72E+1| 5.1E+1 7.9E+1 202.0
27 9.8E+0| 1.8E+1 2.9E+1 575
28 11E+2|  LI1E+2 1.5E+2 365.5
29 14E+2|  6.5E+0 1.8E+1 161.5
30 7.0E+2| 5.1E+2 1.1E+1 1,219.0
31 9.1E+2| 45E+2 7.3E+1 14295
32 12E+2| 7.1E+1 1.7E+1 206.5
33 24E+2|  13E+2 3.5E+1 4055
34 19E+2| 19E+2 3.6E+1 4105
35 26E+2|  7.8E+1 5.2E+1 386.5
36 14E+2|  45E+2 1.2E+1 600.0
37 25E+2|  17E+2 4.6E+1 465.0
38 16E+3| 95E+1 4.7E+1 1,7405
39 18E+2| 9.9E+1 1.5E+1 290.5
40 45E+2|  3.1E+2 8.7E+1 849.5
41 33E+2| 24E+2 3.2E+1 601.0
42 12E+3|  10E+3 1.9E+2 2,3695
43 23E+3|  42E+2 2.2E+2 2917.0
44 44E+2|  41E+1 4.8E+1 531.0
45 3.0E+2| 2.2E+2 5.5E+1 579.0
46 35E+2|  7.5E+2 3.2E+1 1,135.0
47 6.9E+1|  9.2E+0 6.7E+0 84.5

2.2E+4 1.1E+5 3.8E+3 133,194.5




