113 CAT

24
E+n x 10" E+3 x 1000
kg/

1 9.0E-1 2.4E+2 2.0E+1 258.0
2 24E+1 2.3E+1 3.8E+0 51.0
3 5.0E+0 44E+1 5.9E+0 55.0
4 4 5E+0 7A4E+1 2.7E+1 106.0
5 4.7E+0 29E-1 5.0
6 17E+1 75E+1 9.4E+0 102.0
7 14E+1 8.6E+1 1.8E+1 118.0
8 1.8E+2 3.0E+3 7.1E+2 3,874.0
9 42E+1 6.5E+2 4.0E+2 1,092.0
10 35E+1 7.6E+2 2.3E+2 1,032.0
11 34E+1 8.1E+2 9.8E+2 1,823.0
12 3.0E+1 6.3E+2 7.8E+2 1,433.0
13 6.3E-1 1.9E+1 1.8E+3 1,797.0
14 3.2E+0 3.7E+1 1.2E+2 158.0
15 1.2E+1 1.7E+2 49E+1 227.0
16
17 3.0E+1 2.2E+2 1.5E+2 398.0
18 5.2E+0 1.7E+2 79E+1 2540
19 3.2E+1 1.5E+2 7.0E+1 251.0
20 14E+1 29E+1 7.4E+0 50.0
21
22 3.0E+1 2.5E+2 1.2E+2 403.0
23 2.2E+0 6.2E+1 8.9E+1 153.0
24 1.5E+1 8.5E+1 5.8E+1 158.0
25 8.1E-1 1.2E+0 2.0
26
27 4.1E-3 45E+1 45.0
28
29 1L1E+1 25E+1 15E+1 51.0
30 1.8E+1 2.6E+1 7.0E+0 51.0
31 49E+1 1.6E+2 1.7E+2 381.0
32 14E+1 1.0E+2 3.5E+1 152.0
33 1.3E+1 1.2E+2 8.0E+1 210.0
34 24E+1 6.8E+1 6.2E+1 155.0
35
36 1.0E+1 3.2E+1 1.0E+1 52.0
37 1L1E+1 5.4E+1 3.6E+1 101.0
38 5.2E+1 3.5E+1 15E+1 102.0
39 74E-1 2.6E-1 10
40 1.2E+1 49E+1 43E+1 105.0
41
42 3.0E+0 3.6E+1 11E+1 50.0
43 9.3E+1 49E+2 29E+2 880.0
44 9.5E-1 5.4E-2 10
45 2.7E+0 48E+1 6.1E+0 57.0
46 1.9E+1 1.7E+2 7.1E+1 257.0
47

8.6E+2 9.0E+3 6.6E+3 16,451.0




