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/ 24
E+n x 10" E+3 x 1000
/ kg/

1 9.2E+2 2.5E+3 3,437.3
2 24E+2 6.0E+2 835.7
3 1.7E+2 6.6E+2 830.7
4 5.1E+2 2.4E+3 2,914.3
5 1.4E+2 4 4E+2 573.7
6 2.0E+2 1.0E+3 1,226.0
7 2.9E+2 1.1E+3 14373
8 5.7E+2 2.7E+3 3,264.6
9 3.3E+2 5.2E+2 855.6
10 4.1E+2 1.4E+3 1,836.2
11 9.1E+2 6.6E+3 74743
12 9.2E+2 4.3E+3 5,249.0
13 3.4E+3 6.3E+3 9,713.6
14 15E+3 7.2E+3 8,697.3
15 3.3E+2 15E+3 1,791.9
16 1.7E+2 5.4E+2 7136
17 2.2E+2 8.0E+2 1,020.5
18 1.4E+2 49E+2 626.5
19 1.9E+2 3.9E+2 582.3
20 4.6E+2 9.1E+2 1,369.0
21 3.1E+2 7.6E+2 1,063.6
22 6.4E+2 2.0E+3 2,627.4
23 1.3E+3 7.8E+3 9,113.1
24 3.3E+2 1.1E+3 14342
25 2.6E+2 8.0E+2 1,063.3
26 5.4E+2 2.0E+3 2,568.6
27 2.0E+3 4.0E+3 5981.1
28 1.1E+3 4.3E+3 5,407.4
29 2.3E+2 1.7E+3 1,964.4
30 1.6E+2 1.1E+3 12421
31 9.3E+1 1.7E+2 266.2
32 1.3E+2 1.7E+2 295.3
33 3.8E+2 1.4E+3 1,801.4
34 5.6E+2 2.6E+3 31775
35 2.7E+2 1.2E+3 1,435.1
36 1.2E+2 4.6E+2 579.7
37 2.3E+2 1.8E+3 2,076.4
38 2.1E+2 1.1E+3 12742
39 1.3E+2 1.6E+2 284.4
40 9.0E+2 3.9E+3 4,786.9
41 15E+2 6.7E+2 8245
42 1.8E+2 1.2E+3 1,348.4
43 2.8E+2 4.6E+2 742.4
44 1.8E+2 1.0E+3 12105
45 1.7E+2 4 4E+2 610.4
46 2.4E+2 5.4E+2 784.4
47 2.0E+2 7.1E+2 918.1

2.3E+4 8.6E+4 109,330.4




