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24
E+n x 10" E+3 x 1000
kg/

1 24E+1 7.1E+2 738.0
2 1.3E+1 79E+2 804.0
3 25E+1 7.6E+2 780.0
4 3.7E+1 5.8E+2 618.0
5 2.6E+2 1.3E+3 1,550.0
6 7.3E+1 3.6E+3 3,696.0
7 1.3E+1 1.8E+2 190.0
8 1.8E+1 1.4E+3 1,466.0
9 2.8E+2 6.4E+3 6,662.0
10 1.8E+0 1.3E+3 1,294.0
11 4.6E+0 1.9E+3 1,948.0
12 4.3E+2 6.4E+2 1,071.0
13 5.0E+0 5.0
14 6.0E-1 3.9E+1 40.0
15 1.8E+1 1.6E+1 34.0
16 6.9E+2 1.8E+3 2,501.0
17 6.0E+1 60.0
18 8.1E+1 8.2E+3 8,330.0
19 1.0E+3 94E+1 1,131.0
20 1.8E+3 7.2E+2 2,516.0
21 6.3E+2 2.2E+3 2,812.0
22 24E+2 1.2E+3 1,445.0
23 6.3E+2 1.8E+3 2,406.0
24 3.1E+2 2.5E+3 2,808.0
25 9.0E+3 9,024.0
26 1.7E+1 2.3E+2 246.0
27
28 2.8E+2 7.1E+3 7,398.0
29 1.1E+2 106.0
30
31 1.3E+2 1.1E+3 1,195.0
32 3.7E+1 1.7E+3 1,708.0
33 1.0E+3 3.6E+3 4,608.0
34 4.6E+2 7.8E+2 1,238.0
35 2.8E+3 8.9E+2 3,651.0
36 7.8E+2 5.0E+1 830.0
37 45E+1 4.0E+2 441.0
38 1.1E+2 1.6E+3 1,724.0
39 6.3E+2 15E+2 782.0
40 2.0E+3 24E+4 26,241.0
41 3.5E+3 5.2E+3 8,721.0
42 1.3E+3 25E+2 1,533.0
43 9.2E+2 4.6E+3 5,568.0
44 2.1E+3 1.3E+3 3,373.0
45 3.7E+1 5.8E+2 614.0
46 2.0E+1 5.3E+1 73.0
47 5.6E+2 560.0

2.3E+4 1.0E+5 124,539.0




