157 1,2-

/ 24
E+n x 10" E+3 x 1000
/ kg/

1 5.8E+1 5.2E+0 63.0
2 9.1E+0 8.7E-1 10.0
3 1.2E+1 1.2E+0 12.9
4 2.3E+1 2.6E+0 254
5 8.5E+0 8.0E-1 9.3
6 1.7E+1 1.4E+0 18.3
7 43E+1 24E+0 454
8 74E+1 7.9E+0 81.8
9 41E+1 5.0E+0 46.1
10 46E+1 4.3E+0 50.0
11 1.9E+2 14E+1 205.3
12 1.2E+2 5.9E+0 128.5
13 3.5E+2 2.3E+1 370.1
14 1.6E+2 9.9E+0 1705
15 3.2E+1 2.8E+0 344
16 45E+1 2.1E+0 47.6
17 1.8E+1 1.6E+0 194
18 2.2E+1 1.6E+0 23.8
19 1.3E+1 1.8E+0 14.8
20 3.1E+1 3.8E+0 348
21 45E+1 49E+0 50.1
22 9.7E+1 6.9E+0 104.0
23 15E+2 1.6E+1 161.2
24 5.3E+1 1.7E+0 544
25 41E+1 2.2E+0 434
26 7.0E+1 3.6E+0 735
27 3.7E+2 1.8E+1 385.5
28 1.4E+2 5.8E+0 147.6
29 4.2E+1 2.3E+0 440
30 34E+1 8.2E-1 35.3
31 5.9E+0 54E-1 6.4
32 6.4E+0 5.3E-1 7.0
33 5.0E+1 1.9E+0 514
34 5.0E+1 3.3E+0 53.1
35 3.5E+1 1.4E+0 359
36 19E+1 45E-1 19.8
37 2.3E+1 1.1E+0 23.7
38 2.1E+1 1.2E+0 22.6
39 6.7E+0 6.1E-1 14
40 7.6E+1 5.0E+0 815
41 1.6E+1 1.1E+0 175
42 1.2E+1 1.1E+0 134
43 2.0E+1 1.6E+0 22.0
44 15E+1 94E-1 16.2
45 1.2E+1 1.3E+0 135
46 1.6E+1 1.6E+0 17.9
47 2.0E+1 8.4E-1 21.3

2.8E+3 1.8E+2 2,940.9




