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24
E+n x 10" E+3 x 1000
kg/

1 1.1E+2 112.8
2 94E+1 94.1
3 3.7E+2 368.6
4 7.0E+1 45E+1 114.6
5 1.0E+3 1,008.5
6 4.0E+2 395.5
7 3.1E+2 15E+1 324.8
8 9.2E+2 7.5E+1 994.4
9 6.4E+2 3.8E+2 1,013.6
10 2.6E+2 7.8E+2 1,038.6
11 4.8E+2 3.0E+2 775.7
12 9.1E+2 2.3E+2 1,130.0
13 6.0E+1 60.0
14 2.3E+1 3.0E+1 52.8
15 7.3E+1 1.8E+2 252.8
16 1.2E+2 3.0E+1 154.3
17 3.3E+2 41E+2 7325
18 2.5E+3 45E+1 2,565.8
19 1.1E+3 45E+1 1,128.9
20 4.2E+2 1.4E+2 5514
21 25E+2 250.8
22 2.6E+2 1.4E+2 3935
23 1.0E+2 1.4E+2 239.9
24 3.2E+2 7.5E+1 391.7
25 2.3E+2 1.1E+2 337.1
26 4.0E+2 6.0E+1 461.4
27 7.8E+1 1.2E+2 197.8
28 5.9E+2 3.8E+2 966.3
29 2.8E+2 6.0E+1 342.0
30 1.7E+2 45E+1 215.0
31 1.1E+2 111.0
32 29E+2 291.8
33 6.0E+2 3.0E+1 629.7
34 45E+2 9.0E+1 540.2
35 5.4E+2 2.0E+2 731.0
36 47E+2 473.6
37 29E+2 286.3
38 4.0E+2 400.2
39 3.0E+2 2975
40 3.4E+2 1.8E+2 519.8
41 3.7E+2 373.6
42 1.6E+2 158.8
43 5.4E+2 543.7
44 2.2E+2 215.2
45 9.8E+1 97.6
46 3.6E+2 6.0E+1 421.2
47 1.1E+1 10.8

1.8E+4 44E+3 22,7167.2




