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24
E+n x 10" E+3 x 1000
kg/

1 1.2E+3 1.3E+3 2,548.0
2 1.5E+3 55E+2 2,060.0
3 1.3E+3 29E+2 1,631.0
4 5.2E+2 1.7E+2 683.0
5 2.8E+3 1.6E+2 2,967.0
6 2.1E+3 3.7E+2 2,500.0
7 9.5E+2 1.7E+2 1,116.0
8 45E+3 1.9E+3 6,397.0
9 3.0E+3 45E+2 3,432.0
10 1.2E+3 1.0E+3 2,250.0
11 2.3E+3 8.0E+2 3,053.0
12 3.7E+3 2.3E+3 5,997.0
13 2.5E+0 1.0E+2 105.0
14 29E+2 3.5E+2 641.0
15 2.0E+1 2.3E-1 20.0
16 2.1E+3 2.8E+2 2,361.0
17 8.5E+2 1.7E+2 1,018.0
18 1.2E+3 3.1E+2 1,532.0
19 2.3E+2 1.2E+3 1,407.0
20 8.9E+1 54E+1 143.0
21 9.1E+2 1.4E+2 1,046.0
22 24E+2 2.2E+2 456.0
23 6.6E+2 7.6E+2 1,423.0
24 9.6E+2 1.7E+2 1,130.0
25 1.8E+2 54E+1 235.0
26 4.6E+2 1.1E+2 576.0
27 46E+1 15E+1 61.0
28 2.7E+2 6.4E+1 334.0
29 2.1E+3 2.0E+1 2,168.0
30 6.3E+1 1.1E+2 171.0
31 4.2E+2 1.8E+2 606.0
32 9.1E+2 3.7E+1 947.0
33 1.4E+2 6.0E+1 200.0
34 2.0E+2 1.4E+2 333.0
35 29E+2 59E+1 352.0
36 6.0E+2 2.6E+2 863.0
37 3.4E+2 1.3E+2 474.0
38
39 15E+2 15E+2 305.0
40 4.0E+2 6.8E+2 1,081.0
41 3.3E+2 55E+1 382.0
42 6.7E+2 2.0E+2 878.0
43 6.5E+2 3.6E+2 1,009.0
44 1.1E+3 3.6E+2 1,464.0
45 6.9E+2 6.2E+2 1,307.0
46 4.3E+3 6.7E+3 11,007.0
47 4.2E+2 8.0E+3 8,376.0

47E+4 3.2E+4 79,045.0




