245

24
E+nh x 10" E+3 x 1000
/ kg/

1 2.0E+2 202.8
2 3.6E+1 356
3 6.1E+1 61.2
4 9.8E+1 98.4
5 41E+1 409
6 9.3E+1 93.2
7 1.7E+2 1714
8 2.2E+3 2,204.7
9 2.1E+2 208.2
10 2.5E+2 2454
11 1.1E+3 1,077.3
12 45E+2 4533
13 1.2E+3 1,187.0
14 6.4E+2 640.8
15 4.0E+2 397.2
16 2.0E+2 201.8
17 1.1E+2 105.9
18 1.1E+2 106.4
19 6.5E+1 65.3
20 1.9E+42 194.7
21 3.2E42 318.9
22 4.2E+2 4218
23 9.1E+2 912.6
24 1.7E+2 166.7
25 1.6E+2 158.8
26 2.5E+2 246.3
27 1.8E+3 1,778.7
28 6.3E+2 628.6
29 1.1E+2 109.2
30 7.3E+1 735
31 1.7E+1 17.4
32 2.4E+1 239
33 1.7E+2 167.4
34 2.4E+2 238.9
35 1.2E+42 117.2
36 5.1E+1 515
37 7.5E+1 746
38 8.4E+1 84.1
39 4.7E+1 46.7
40 2.5E+2 249.4
41 6.1E+1 60.6
42 45E+1 453
43 6.7E+1 67.2
44 4.7E+1 47.1
45 5.5E+1 55.1
46 6.8E+1 67.7
47 75E+1 74.9

LAE+4 14,095.8




