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/ 24
E+n x 10" E+3 x 1000
/ kg/

1 1.9E+2 3.7E+4 24E+4 61,873.5
2 7.3E+1 3.5E+4 3.4E+3 38,688.0
3 1.3E+2 3.0E+4 2.6E+3 33,107.6
4 2.0E+2 2.7E+4 6.9E+3 33,945.2
5 1.2E+2 2.5E+4 2.1E+3 27,292.8
6 1.1E+2 1.8E+4 3.0E+3 21,078.2
7 3.7E+2 4.2E+4 3.6E+3 46,160.6
8 6.8E+2 5.7E+4 6.3E+3 63,542.5
9 6.4E+2 3.4E+4 4.6E+3 39,220.7
10 9.2E+2 4.4E+4 4.3E+3 48,949.3
11 1.3E+3 7.2E+4 2.2E+4 95,680.2
12 7.3E+2 7.7E+4 1.7E+4 94,811.0
13 2.1E+3 7.5E+3 5.9E+4 68,636.7
14 8.2E+2 24E+4 3.6E+4 61,332.4
15 3.8E+2 4.4E+4 5.5E+3 49,885.1
16 1.6E+2 1.4E+4 3.4E+3 17,167.7
17 1.8E+2 1.6E+4 3.6E+3 19,768.5
18 2.0E+2 1.2E+4 2.8E+3 14,851.2
19 4.2E+2 1.6E+4 2.0E+3 17,978.0
20 2.8E+2 2.6E+4 6.2E+3 32,285.3
21 6.6E+2 3.3E+4 5.1E+3 38,650.1
22 1.6E+3 6.9E+4 8.3E+3 78,876.8
23 2.0E+3 9.5E+4 2.1E+4 117,316.7
24 1.1E+3 3.4E+4 3.2E+3 38,578.5
25 25E+2 1.3E+4 4.4E+3 17,866.3
26 2.8E+2 1.6E+4 9.6E+3 25,776.9
27 3.4E+3 3.8E+4 3.5E+4 76,900.1
28 15E+3 3.0E+4 2.2E+4 53,123.2
29 79E+2 1.8E+4 4.0E+3 22,788.4
30 3.5E+2 3.2E+4 8.7E+2 33,692.8
31 8.5E+1 1.1E+4 1.4E+3 12,7934
32 79E+1 19E+4 1.0E+3 20,433.3
33 6.1E+2 34E+4 4.3E+3 39,161.5
34 5.7E+2 3.9E+4 8.0E+3 47,288.8
35 1.9E+2 2.3E+4 3.5E+3 26,632.2
36 1.4E+2 2.5E+4 4.3E+2 25,495.5
37 2.0E+2 2.1E+4 1.6E+3 22,9875
38 2.2E+2 3.1E+4 2.7TE+3 34,012.9
39 5.6E+1 1.8E+4 1.2E+3 19,552.1
40 3.9E+2 5.1E+4 1.6E+4 67,431.8
41 1.2E+2 19E+4 1.6E+3 20,634.1
42 7.7E+1 2.8E+4 3.2E+3 31,662.6
43 1.3E+2 2.9E+4 45E+3 33,506.4
44 1.9E+2 2.8E+4 2.0E+3 30,632.2
45 55E+1 2.2E+4 2.5E+3 24,2145
46 48E+1 34E+4 3.2E+3 37,403.9
47 5.9E+1 24E+4 3.4E+3 27,609.1

25E+4 15E+6 3.9E+5| 1,911,275.9




