308

/ 24
E+n x 10" E+3 x 1000
/ kg/

1 1.6E+2 157.8
2 3.5E+1 35.1
3 2.2E+2 2247
4 8.3E+1 829
5 4.6E+1 46.2
6 1.1E+2 105.1
7 1.2E+2 123.3
8 3.6E+2 358.4
9 2.1E+2 209.9
10 2.8E+2 284.1
11 1.1E+3 1,069.3
12 2.8E+2 275.9
13 1.4E+3 1,420.7
14 6.1E+2 614.4
15 49E+2 491.2
16 1.6E+2 156.1
17 1.2E+2 120.2
18 1.2E+2 120.9
19 7.2E+1 72.1
20 2.7E+2 269.2
21 3.2E+2 322.2
22 4.2E+2 416.2
23 1.0E+3 10119
24 1.2E+2 120.6
25 1.0E+2 103.7
26 1.8E+2 184.8
27 1.6E+3 1,550.6
28 47E+2 470.0
29 5.1E+1 515
30 3.6E+1 36.3
31 24E+1 244
32 2.9E+1 29.2
33 1.0E+2 102.2
34 3.3E+2 326.9
35 49E+1 489
36 2.6E+1 26.1
37 6.4E+1 64.2
38 5.6E+1 56.1
39 4.0E+1 40.2
40 2.0E+2 2035
41 47E+1 471
42 44E+1 442
43 5.1E+1 50.7
44 3.2E+1 325
45 3.3E+1 32.6
46 5.0E+1 50.1
47 47E+1 46.9

1.2E+4 11,730.8




