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24
E+n x 10" E+3 x 1000
kg/

1 2.6E+4 94E+2 27,019.0
2 1.6E+4 1.1E+3 16,754.5
3 5.0E+2 41E+2 909.0
4 1.2E+3 1.3E+3 2,500.0
5 3.4E+2 6.3E+2 966.0
6 1.2E+2 2.6E+2 377.9
7 1.3E+3 45E+2 1,790.0
8 3.9E+2 1.5E+3 1,894.7
9 2.3E+2 24E+3 2,582.7
10 94E+1 2.6E+3 2,645.7
11 6.7E+1 1.8E+3 1,824.0
12 1.6E+3 1,596.0
13 5.8E+2 577.0
14 1.1E+3 1,125.0
15 2.5E+3 2,503.0
16 5.7E+3 3.0E+3 8,738.3
17 5.0E+1 1.0E+3 1,077.0
18 15E+3 1,500.0
19 2.2E+2 15E+2 370.9
20 24E+2 6.0E+2 837.9
21 15E+2 150.0
22 34E+1 3.3E+3 3,367.5
23 1.0E+2 1.9E+3 2,028.0
24 7.8E+2 782.0
25 3.1E+2 310.0
26 2.6E+2 257.0
27 4.8E+2 482.0
28 5.0E+1 24E+3 2,450.0
29 15E+2 150.0
30 5.0E+1 15E+2 200.0
31 15E+2 3.3E+2 482.0
32 7.5E+1 75.0
33 9.0E+2 7.1E+2 1,607.0
34 1.4E+2 1.0E+3 1,176.4
35 3.0E+2 300.0
36 3.2E+1 320
37 3.8E+2 375.0
38 2.3E+2 225.0
39 9.6E+1 96.0
40 1.8E+2 1.4E+3 1,609.0
41 3.0E+2 2.3E+2 525.0
42 3.8E+2 375.0
43 2.3E+2 3.3E+2 563.6
44 1.3E+2 15E+2 284.0
45 6.3E+2 632.0
46 3.0E+2 300.0
47 2.3E+2 225.0

55E+4 4.2E+4 96,647.1




