341

/ 24
E+n x 10" E+3 x 1000
/ kg/

1 8.0E+1 80.1
2 74E+1 73.6
3 1.5E+2 148.0
4 1.9E+2 194.4
5 1.3E+2 129.6
6 2.8E+2 284.9
7 4.2E+2 420.2
8 47E+2 469.6
9 3.0E+2 304.0
10 4.8E+2 484.2
11 1.0E+3 1,034.9
12 2.4E+2 239.0
13 1.6E+3 1,646.4
14 1.0E+3 1,034.0
15 2.9E+2 290.8
16 1.5E+2 148.7
17 1.3E+2 129.7
18 9.7E+1 96.7
19 2.4E+2 238.0
20 9.1E+2 913.6
21 2.5E+2 2453
22 5.8E+2 581.1
23 8.1E+2 814.9
24 2.3E+2 228.1
25 1.9E+2 187.0
26 3.1E+2 3135
27 1.1E+3 1,078.8
28 49E+2 488.6
29 41E+1 40.7
30 1.6E+1 16.5
31 1.1E+2 107.1
32 44E+1 442
33 1.2E+2 116.4
34 1.8E+2 1835
35 49E+1 48.6
36 2.8E+1 27.7
37 47E+1 46.6
38 6.4E+1 63.8
39 2.1E+1 20.7
40 2.1E+2 211.2
41 5.9E+1 58.6
42 1.3E+3 1,305.9
43 9.4E+1 94.2
44 6.3E+1 63.5
45 4.2E+1 425
46 7.9E+1 78.9
47 6.1E+0 6.1

1.5E+4 14,8745




