386

/ 24
E+n x 10" E+3 x 1000
/ kg/

1 1.7E+4 16,828.2
2 7.1E+3 7,123.0
3 4 5E+2 4452
4 1.6E+4 16,294.0
5 7.9E+3 79244
6 2.4E+3 2,404.0
-
8 1.2E+5 119,496.4
9
10
11
12 1.7E+4 17,218.3
13 4.1E+3 4,095.7
14 2.3E+4 23,060.8
15
16
17 1.0E+4 10,061.3
18 2.6E+3 2,591.6
19 1.5E+3 15136
20 1.1E+3 1,077.9
21 9.9E+1 98.5
22
23 3.6E+4 35,6715
24 5.3E+2 534.2
25
26 5.4E+3 5,440.8
27 1.3E+4 12,643.4
28 47E+4 47,190.1
29
30 9.6E+3 9,573.9
31 1.6E+4 16,392.5
32 9.5E+3 9,532.6
33 9.0E+3 9,002.3
34 7.2E+4 71,544.8
35 9.1E+3 9,091.3
36 1.1E+4 11,129.8
37 4.1E+3 4,095.7
38 1.0E+4 10,169.3
39 8.0E+4 79,727.0
40 1.1E+4 11,2188
41
42 5.5E+3 5,497.1
43 6.2E+4 62,375.5
44 9.9E+1 98.5
45 2.6E+4 25,807.0
46 2.2E+4 21,881.8
47 9.8E+2 979.4

6.9E+5 689,830.3




