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/ 24
E+n x 10" E+3 x 1000
/ ko/

1 3.2E+1 1.5E+3 6.5E+2 2,132.6
2 1.1E+1 1.4E+3 8.2E+1 1,531.9
3 2.0E+1 1.3E+3 8.2E+1 1,376.7
4 2.5E+1 1.1E+3 2.5E+2 1,369.9
5 1.7E+1 1.1E+3 6.6E+1 1,141.0
6 2.0E+1 8.0E+2 1.0E+2 923.9
7 54E+1 1.9E+3 1.2E+2 2,091.4
8 8.3E+1 2.3E+3 2.3E+2 2,585.6
9 7.5E+1 1.4E+3 1.7E+2 1,676.0
10 1.3E+2 2.1E+3 1.4E+2 2,405.9
11 1.5E+2 2.7E+3 7.4E+2 3,607.0
12 1.1E+2 3.0E+3 5.2E+2 3,616.1
13 2.5E+2 5.2E+2 2.5E+3 3,279.7
14 1.4E+2 8.7E+2 1.1E+3 2,098.3
15 7.0E+1 2.2E+3 2.0E+2 2,437.2
16 2.7E+1 6.0E+2 1.2E+2 743.6
17 45E+1 7.3E+2 1.3E+2 902.3
18 44E+1 6.1E+2 8.5E+1 734.4
19 5.9E+1 6.5E+2 7.2E+1 784.3
20 41E+1 1.1E+3 2.2E+2 1,347.6
21 7.6E+1 1.5E+3 2.0E+2 18155
22 1.9E+2 3.0E+3 3.1E+2 3,485.2
23 2.7E+2 47E+3 8.4E+2 5,783.5
24 1.5E+2 1.4E+3 1.1E+2 1,611.6
25 4 3E+1 5.6E+2 1.6E+2 757.1
26 9.3E+1 6.8E+2 3.6E+2 1,128.3
27 44E+2 1.9E+3 1.4E+3 3,727.9
28 1.6E+2 1.2E+3 7.3E+2 2,120.3
29 9.1E+1 6.3E+2 1.3E+2 843.3
30 6.9E+1 1.4E+3 2.7E+1 1,505.3
31 1.0E+1 4.7E+2 45E+1 524.6
32 9.7E+0 8.4E+2 3.6E+1 880.6
33 8.2E+1 1.5E+3 1.5E+2 1,690.1
34 7.9E+1 1.7E+3 2.8E+2 2,060.2
35 3.6E+1 1.0E+3 1.1E+2 1,1525
36 2.2E+1 9.7E+2 15E+1 1,007.6
37 3.1E+1 9.6E+2 5.7E+1 1,043.2
38 2.9E+1 1.3E+3 8.7E+1 1,420.2
39 8.6E+0 7.6E+2 3.0E+1 800.8
40 6.2E+1 2.3E+3 55E+2 2,895.4
41 1.8E+1 7.9E+2 5.2E+1 858.2
42 14E+1 1.1E+3 9.7E+1 1,226.7
43 2.0E+1 1.2E+3 1.4E+2 1,338.5
44 2.6E+1 1.2E+3 6.4E+1 1,297.1
45 7.9E+0 8.4E+2 7.3E+1 919.7
46 1.0E+1 1.4E+3 8.7E+1 1,507.1
a7 2.1E+1 1.0E+3 1.1E+2 1,136.1

3.5E+3 6.4E+4 1.4E+4 81,321.9




