450

24
E+n x 10" E+3 x 1000
kg/

1
2 4.4E+2 436.0
3 8.4E+1 84.0
4 1.5E+2 152.0
5 4.2E+2 422.0
6 1.0E+2 101.4
7 1.5E+3 1,470.0
8 6.8E+2 681.4
9 6.0E+2 604.1
10 2.9E+2 287.0
11 6.6E+2 657.1
12 11E+3 1,088.0

13
14 1.2E+1 5.2E+3 5,182.0
15 3.5E+2 346.2
16 1.3E+3 1,317.7
17 14E+2 135.7
18 3.2E+2 323.9
19 2.3E+2 230.0
20 4.6E+2 462.0
21 6.4E+2 638.0
22 8.3E+2 830.0
23 4.0E+2 402.0
24 1.6E+2 163.4

25
26 2.5E+2 248.0
27 49E+2 492.0
28 1.3E+2 130.5
29 2.6E+2 262.0
30 3.5E+2 345.4
31 3.3E+2 328.7
32 5.9E+2 588.0
33 2.9E+2 2854
34 6.6E+2 655.5
35 1.2E+2 120.0
36 3.0E+1 29.7
37 1.3E+2 130.1
38 11E+1 114
39 7.9E+1 794
40 5.0E+2 495.3
41 1.0E+2 104.0
42 4.6E+2 462.8
43 14E+3 1,396.1
44 1.3E+2 1314
45 3.1E+2 308.0
46 2.9E+2 290.0
47 7.2E+1 72.0
1.8E+4 5.2E+3 22,979.6




