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/ 24
E+n x 10" E+3 x 1000
/ kg/

1 7.7E+2 771.2
2 5.9E+2 594.6
3 5.9E+2 593.2
4 7.9E+2 788.8
5 6.2E+2 615.6
6 47E+2 468.5
7 1.3E+3 1,268.1
8 1.7E+3 1,716.2
9 6.6E+2 658.4
10 1.4E+3 14255
11 3.2E+3 3,191.2
12 2.5E+3 2,549.9
13 4.1E+3 4,122.3
14 2.4E+3 2,402.2
15 1.0E+3 1,036.6
16 4.4E+2 4395
17 6.4E+2 638.9
18 3.7E+2 368.9
19 5.0E+2 497.6
20 7.6E+2 759.8
21 1.2E+3 1,216.6
22 2.5E+3 2,479.8
23 4,0E+3 4,038.7
24 1.6E+3 15934
25 5.7E+2 571.7
26 8.4E+2 841.3
27 3.6E+3 3,5659.2
28 1.8E+3 1,7929
29 8.5E+2 848.4
30 1.1E+3 1,083.0
31 4.1E+2 412.7
32 6.6E+2 663.9
33 1.6E+3 1,632.2
34 2.1E+3 2,132.3
35 1.1E+3 1,107.3
36 1.1E+3 1,052.3
37 1.0E+3 1,006.3
38 1.3E+3 1,328.4
39 7.8E+2 177.7
40 3.2E+3 3,153.0
41 6.9E+2 694.1
42 1.1E+3 1,069.7
43 1.3E+3 1,298.9
44 1.2E+3 1,214.0
45 1.2E+3 1,166.3
46 2.1E+3 2,096.3
47 1.6E+3 1,5935

6.5E+4 65,331.0




