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/ 27
E+n x 10" E+3  x 1000
/ kg/

1 15E+3 3.0E+3 9.6E+0 44745
2 4.6E+2 9.3E+2 3.8E+1 1426.4
3 4.6E+2 9.5E+2 4.4E+0 1,416.6
4 7.1E+2 1.2E+3 2.7E+0 1,897.6
5 3.6E+2 7.4E+2 4.4E+0 1,101.7
6 6.6E+2 8.7E+2 2.7E+0 1,532.6
7 9.2E+2 1.2E+3 2.9E+0 21324
8 1.7E+3 1.9E+3 2.8E+1 3,674.8
9 15E+3 1.5E+3 1.3E+1 3,048.3
10 24E+3 15E+3 1.6E+1 3,835.5
11 4 4E+3 2.5E+3 1.6E+1 6,930.7
12 1.8E+3 2.4E+3 1.6E+1 4,209.7
13 5.2E+3 2.6E+3 5.4E+0 7,821.9
14 3.9E+3 2.1E+3 9.7E+0 5,989.6
15 1.4E+3 1.4E+3 7.3E+0 2,823.8
16 6.6E+2 6.2E+2 25E+1 1,309.5
17 6.5E+2 6.5E+2 6.3E-1 1,305.8
18 4.0E+2 6.0E+2 3.8E-1 1,001.4
19 5.9E+2 8.3E+2 5.1E-1 1,418.7
20 1.6E+3 1.9E+3 5.6E+0 3,487.0
21 1.8E+3 1.4E+3 3.7E+0 3,218.9
22 4.4E+3 1.8E+3 24E+2 6,461.0
23 7.4E+3 2.5E+3 5.9E+1 9,988.6
24 1.4E+3 1.4E+3 5.2E+0 2,774.9
25 7.0E+2 9.6E+2 6.6E+0 1,662.2
26 1.1E+3 1.1E+3 3.0E+0 22154
27 5.7E+3 1.9E+3 15E+1 75784
28 2.9E+3 1.7E+3 1.1E+1 4614.3
29 4 5E+2 9.2E+2 4.4E+0 13721
30 4.6E+2 6.1E+2 4.3E+0 1,075.9
31 2.0E+2 5.4E+2 19E-1 747.1
32 2.6E+2 5.8E+2 2.2E+0 837.9
33 1.1E+3 1.1E+3 9.7E-1 2,221.8
34 2.2E+3 1.4E+3 1.2E+1 35915
35 7.1E+2 8.5E+2 2.6E+0 1,560.0
36 3.3E+2 5.0E+2 3.1E-1 821.9
37 6.0E+2 6.2E+2 6.5E+0 12314
38 8.8E+2 6.5E+2 7.8E-1 1,532.0
39 3.2E+2 4.1E+2 3.0E-1 730.9
40 1.7E+3 1.7E+3 2.0E+1 3,412.7
41 3.8E+2 7.2E+2 8.4E+0 1,106.5
42 8.5E+2 6.8E+2 4.8E+0 1,536.2
43 6.8E+2 1.1E+3 2.5E+1 1,790.2
44 5.5E+2 8.2E+2 46E-1 1,369.4
45 3.7E+2 8.1E+2 1.2E+1 1,196.6
46 5.2E+2 8.5E+2 1.4E+2 1,505.5
47 3.8E+2 6.5E+2 40E-1 1,023.6

7.0E+4 5.8E+4 79E+2 128,015.5




