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28
E+n x 10" E+3 x 1000
kg/

1 1.5E+1 4.3E+2 450.0
2 8.5E-1 1.3E+2 130.0
3 4.0E+1 7.7E+2 806.0
4 8.6E+1 1.1E+3 1,156.0
5 8.5E+1 1.3E+3 1,378.0
6 7.1E+1 2.9E+3 2,970.0
7 3.0E+1 2.4E+2 266.0
8 14E+2 8.4E+2 981.0
9 3.3E+3 3.4E+3 6,657.0
10 4.6E+2 1.5E+3 1,953.0
11 7.7E+1 1.4E+3 1,524.0
12 3.3E+2 2.9E+2 613.0
13
14 5.0E-1 4.0E+1 40.0
15 7.3E+2 6.8E+3 7,505.0
16 3.1E+3 6.8E+2 3,755.0
17 2.0E+2 8.4E+2 1,037.0
18 1.3E+2 2.1E+3 2,212.0
19 11E+2 2.3E+1 134.0
20 5.7E+2 1.9E+3 2,509.0
21 5.2E+2 1.2E+3 1,710.0
22 5.6E+2 3.9E+1 595.0
23 3.7E+2 6.5E+2 1,023.0
24 1.5E+2 2.1E+3 2,271.0
25 4.0E+0 1.2E+4 11,754.0
26 8.2E+0 2.6E+2 2720
27
28 3.3E+2 8.6E+3 8,892.0
29 2.4E+2 11E+2 346.0
30 3.1E+2 310.0
31 3.9E+2 1.0E+3 1418.0
32 2.5E+1 2.4E+2 266.0
33 1.6E+3 2.5E+3 4,041.0
34 3.5E+2 8.0E+2 1,143.0
35 1.2E+3 9.5E+2 2,176.0
36 3.0E+2 5.0E+1 345.0
37 2.0E+2 195.0
38 7.8E+2 780.0
39 6.5E+2 1.2E+2 770.0
40 1.2E+0 49E+1 50.0
41 5.3E+3 2.5E+3 7,813.0
42
43 2.4E+3 1.4E+3 3,828.0
44
45 1.5E+3 6.7E+2 2,185.0
46 7.3E+1 2.7TE+2 342.0
47 3.9E+2 390.0

2.6E+4 6.3E+4 88,991.0




